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MATERIAL SAFETY DATA SHEET






HMIS RATING












HEALTH:  1












FLAMMABILITY:  2












REACTIVITY:  0

SECTION 1 – CHEMICAL PRODUCTS AND COMPANY IDENTIFICATION

IDENTITY:


DEL VAL FIBERED ROOF COATING


MANUFACTURER:









UNITED ASPHALT COMPANY









PO BOX 291









CEDAR BROOK NJ 08018









PHONE # 856-753-9811









24 HR CHEMTREC EMERGENCY # 800-424-9300

DATE:  MARCH 11, 2005


REVISION 6

SECTION 2 – COMPOSITION, INFORMATION ON INGREDIENTS
HAZARDOUS COMPONENTS

CAS #

OSHA PEL
ACGIH TLV

WT%

​​​​​​​​​​​​​




ASPHALT



8052-42-4
5mg/m³

5mg/m³


50 - 70

MINERAL SPIRIRTS


8052-41-3
100 ppm
100 ppm

20 - 30

MINERAL FIBERS


9004-34-6





20 - 30

CALCIUM CARBONATE

471-34-1





5 - 10
MAGNESIUM ALUMINUM SILICATE
12174-11-77





20-30


“THERE ARE NO SARA 313 INGREDIENTS IN THIS MATTER IN EXCESS OF DEMINIMUS AMOUNTS”

SECTION 3 – PHYSICAL CHEMICAL CHARACTERISTICS

BOILING POINT:



310 - 400º F

WEIGHT PER GALLON:


9.6 #

VAPOR PRESSURE (mmHg):


1-100@100ºF

MELTING POINT:



N/A LIQUID

VAPOR DENSITY (AIR = 1) :


HEAVIER

EVAPORATION RATE (BUTYL ACETATE = 1):
SLOWER

SOLUBILITY IN WATER:


INSOLUBLE

APPPEARANCE AND ODOR:


BLACK FLUID, CHARACTERISTIC OF PETROLEUM SLOVENT.
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SECTION 4 FIRE AND EXPLOSION HAZARD DATA

FLASH POINT (METHOD USED):

SETA 125 ºF

FLAMMABLE LIMITS:


LEL:





0.6

UEL:





7.5

EXTINGUISHING MEDIA:


FOAM CO2, DRY CHEMICAL, AND COMBUSTABLE

UNUSUAL FIRE AND EXPLOSION HAZARDS:

Don’t mix or store with strong oxidants like liquid chlorine or oxygen. Keep containers tightly closed. Closed containers may explode when exposed to extreme heat. Application too hot surfaces require special precautions. During emergency conditions, overexposure to decomposition products may cause a health hazard. Symptoms may not be immediately apparent. Obtain medical attention

SECTION 5 – REACTIVITY DATA

STABILITY: STABLE
CONDITIONS TO AVOID: KEEP FROM HEAT, SPARKS, OPEN FLAME
INCOMPATIBILITY (MATERIAL TO AVOID): SRONG OXIDANTS

HAZARDOUS DECOMPOSITION OR BYPRODUCTS: FUMES, SMOKE AND CO2, CARBON MONOXIDE IF COMBUSTION IS COMPLETE

HAZARDOUS POLYMENZATION: 
WILL NOT OCCUR

CONDITIONS TO AVOID:

WATER, CONTAINERS OPEN TO AIR (MOISTURE)

SECTION 6 – HEALTH HAZARD DATA

ROUTE(S) OF ENTRY: INHALATION? Yes
EYES? Yes

SKIN? Yes
INGESTION? Yes
HEALTH HAZARDS (ACUTE AND CHRONIC) AND SIGNS AND SYMPTOMS OF EXPOSURE:

ACUTE: Itching, unconsciousness, dizziness, dries skin, nausea.

CHRONIC: Difficulty breathing (cancer studies inconclusive)

EMERGENCY AND FIRST AID PROCEDURES
Large amounts may need immediate emergency treatment.

Inhalation: Get fresh air, administer oxygen

Eye Contact: Flush for 15 min. Get medical attention.

Skin Contact: Wash with soap and water. Get medical attention if irritation persists.

Ingested: Do not induce vomiting. Get medical attention quickly.
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SECTION 7 – PRECAUTIONS FOR HANDLING AND USE

STEPS TO BE TAKEN INCASE MATERIAL IS RELEASED OR SPILLED

Keep people away. Recover free liquid. Add absorbent (sand, earth, sawdust, etc.) to spill area. Avoid breathing vapors. Ventilate confined spaces. Open all windows and doors. Keep products out of sewers and watercourse by diking or impounding else advise authorities.

WASTE DISPOSAL METHOD

Assure conformity with applicable disposal regulations. Dispose of absorbed material at an approved disposal site or facility.

SECTION 8 – PRECAUTIONS TO BE TAKEN IN HANDELING AND STORING

Keep containers closed when not in use. Do not handle or store near heat, sparks, flame or strong oxidants.

Adequate ventilation required.

OTHER PRECAUTIONS

Avoid breathing vapors. Avoid prolong or repeated contact with skin, avoid breathing vapors and mist. Remove contaminated clothing and launder before reuse. Remove contaminated shoes and thoroughly dry before reuse 

SECTION 9 – CONTROL MEASURES

RESPIRATORY PROTECTION (SPECIFY TYPE)

Use organic vapor canister if in confined or enclosed space.

VENTILATION: LOCAL EXHAUST: Face velocity 60 fpm SPECIAL: Use with adequate ventilation

PROTECTION GLOVES: Use chemical – resistant gloves if needed to avoid repeated or prolonged skin contact.

EYE PROTECTION: Use splash goggles or face shield when eye contact may occur.

OTHER PROTECTIVE CLOTHING OR EQUIPMENT: Use chemical-resistant apron or other clothing to avoid repeated or prolonged skin contact.

Section 10 – TRANSPORTATION DATA

D.O.T. regulated

Shipping Names: Tars, (contains Mineral Spirits)

Hazard Class: Combustible liquid

ID# 1999 (103)

Packing Group – 3

UN# 1999
United Asphalt Company

237 North Grove Street Williamstown Junction, NJ 08009

PO Box 291 Cedar Brook NJ

856-753-9811 ○ 800-843-0317 ○ FX: 856-753-9811

www.unitedasphalt.com

